
For custom configuration or fabrication needs, contact our SpecFAB® Division.
Phone: 302-653-3000 • Fax: 302-653-2065 • e-mail: quotes@eaglegrp.com

Spec sheets available for viewing, printing or downloading from our online literature library at our websites

EAGLE GROUP
100 Industrial Boulevard, Clayton, DE 19938-8903 USA
Phone: 302-653-3000 • 800-441-8440 • Fax: 302-653-2065
www.eaglegrp.com 
www.eaglemhc.com

* �Condensate Hoods do not include installation supplies and materials, hanging of 
ventilator, exhaust and supply fans, curbs, ductwork, transitions, penetrating and 
sealing of roof or ceiling, trim, flashing, permits, fire protection system or tests, air 
balancing, electrical of any nature or any special requirements from local authorities. 

** �For Type II applications, optional baffles are available. To order, add suffix “S” to 
model number. Example: HDC3636S
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Options / Accessories

Options available for Type II hoods.  
See catalog sheet EG55.05. 
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Specification Sheet

MODELS: 
HDC3636 
HDC3642 
HDC3648 
HDC4242 
HDC4848 
HDC4860 
 

Short Form Specifications

Eagle SPEC AIR® Dishwasher Condensate Hood, model 
_____________. Heavy gauge type 304 stainless 
steel. Continuously welded liquid tight. Furnished with 
full perimeter gutter with drain tube, exhaust collar, 
and front and rear hangar brackets. 

All Models* 

For use in commercial kitchens, dishrooms, or other  
non-grease heat or smoke removal applications. 

Condensate and Type II** Hoods—HDC Series

• �Heavy gauge type 304 stainless steel construction. 

• �Seams of canopy are continuously liquid-tight.

• �Full perimeter gutter with drain tube located on the left. 

• �12˝ x 12˝ (305 x 305mm) exhaust collar. 

• �Front and rear full length hanging brackets. 

• �NFPA-96 approval for Type II*. 

condensate hood



overall dimensions *
	     width		     length		      weight 
model #	 in.	 mm	 in.	 mm	 lbs.	 kg
HDC3636	 36˝	 914	 36˝	 914	 166	 75.3 
HDC3642	 36˝	 914	 42˝	 1067	 170	 77.1 
HDC3648	 36˝	 914	 48˝	 1219	 175	 79.4 
HDC4242	 42˝	 1067	 42˝	 1067	 195	 88.5 
HDC4848	 48˝	 1319	 48˝	 1219	 240	 108.9 
HDC4860	 48˝	 1319	 60˝	 1524	 260	 117.9

EAGLE GROUP
100 Industrial Boulevard, Clayton, DE 19938-8903 USA
Phone: 302-653-3000 or 800-441-8440 • Fax: 302-653-2065
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Although every attempt has been made to ensure the accuracy of the information provided, we cannot be held responsible for 

typographical or printing errors. Information and specifications are subject to change without notice. Please confirm at time of order. 
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SPEC AIR® Condensate Hoods

* If you have other size requirements, please call the factory. 

HDC Series Condensate & Type II Hoods


